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EXAMINER'S AMENDMENT 

1 . An examinees Amendment to the record appears below. Should the changes and/or 
additions be unacceptable, an amendment may be filed as provided by 37 C.F.R. 1.312. To 
ensure consideration of such an amendment, it MUST be submitted no later than the payment of 
the Issue Fee. 

2. Authorization for the examiner's amendment was given in a telephone interview with 
Mr. Kevin Shao, reg. no.45095, on June 1, 2005. 

3. In the claims: please amend claims 1, 9, 14, 18-19, 23, 29, 37, and 42 to the following: 
1 . (Currently Amended) A computer implemented method comprising: 
selecting an updated set of attributes in a routing table before selecting a set of updated 

destinations associated with the selected set of attributes , wherein the selected set 

of attributes does not include a network prefix ; 
generating an update message that includes the set of updated destinations; 
selecting a dummy attribute in the routing table before selecting a second set of updated 

destinations associated with the dummy attribute ; and 
generating a second update message indicating the second set of updated destinations as 

unreachable. 
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9. (Currently Amended) A computer implemented method comprising: 
selecting a first data structure, the first data structure corresponding to a best path to a 
destination; 

referencing a first element of a second data structure from the selected first data structure, 
the first element indicating a set of attributes of the best pat h, wherein the set of 
attributes does not include a network prefix ; 

referencing a second element of a third data structure from the first element, the second 
element indicating the destination; 

determining a second destination to be unreachable; and 

referencing a third element of the third data structure from a dummy element of the 
second data structure, the third element indicating the second destination. 

14. (Currently Amended) A network device comprising: 

a memory to host a routing table, the routing table to include a first data structure to 

indicate a set of destinations and a second data structure to indicate a set of 

attributes; and 

a set of one or more processors coupled with the memory, the set of processors to process 
a network update message that indicates one of the set of destinations and a subset 
of the set of attributes and to insert the one of the set of destinations into a chain 
of elements of the first data structure in accordance with the network update 
message, the chain to be referenced by an element of the second data structure 
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that indicates the subset of the set of attributes , wherein the set of attributes does 
not include a network prefix , 
wherein the set of processors is to insert a second element of the first data structure into a 
second attribute-oriented chain that is referenced by a dummy element of the 
second data structure. 

18. (Currently Amended) A network device comprising: 

a memory to host a routing table, the routing table to include a first data structure to 

indicate a set of destinations and a second data structure to indicate a set of 

attributes; and 

a set of one or more processors coupled with the memory, the set of processors to process 
a network update message that indicates one of the set of destinations and a subset 
of the set of attributes and to insert the one of the set of destinations into a chain 
of elements of the first data structure in accordance with the network update 
message, the chain to be referenced by an element of the second data structure 
that indicates the subset of the set of attributes , wherein the set of attributes does 
not include a network prefix . 

wherein the set of processors is to trace the attribute-oriented chain of elements, to 

generate a second network update message, and to indicate a subset of the set of 
destinations in the second network update message, the subset of destinations 
indicated by the attribute-oriented chain of elements. 
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19. (Currently Amended) A network device comprising: 
a line card to receive an update message that indicates a destination and a set of 
attributes; and 

a control card coupled with the line card, the control card to host a routing table, the 

routing table to include a first data structure to indicate a set of destinations and a 
second data structure to indicate a plurality of attributes, the control card to 
process the update message and to insert the destinations into a chain of elements 
of the first data structure in accordance with the update message, the chain to be 
referenced by an element of the second data structure, the element of the second 
data structure to indicate the set of attributes , wherein the set of attributes does not 
include a network prefix , 

wherein the line card is to receive an unreachability update message indicating a second 
destination, and wherein the control card is to process the unreachability update 
message, to select a second element of the first data structure that indicates the 
second destination and to insert the selected second element into a dummy 
attribute-oriented chain. 

23. (Currently Amended) A network device comprising: 
a line card to receive an update message that indicates a destination and a set of 
attributes; and 

a control card coupled with the line card, the control card to host a routing table, the 

routing table to include a first data structure to indicate a set of destinations and a 
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second data structure to indicate a plurality of attributes, the control card to 
process the update message and to insert the destinations into a chain of elements 
of the first data structure in accordance with the update message, the chain to be 
referenced by an element of the second data structure, the element of the second 
data structure to indicate the set of attributes , wherein the set of attributes does not 
include a network prefix , 
wherein the control card is to trace the chain of elements, to generate a second network 
update message, and to indicate a subset of the set of destinations in the second 
network update message, the subset of destinations indicated by the chain of 
elements. 

29. (Currently Amended) A machine readable medium, which when executed by a set 
of one or more processors, cause said set of processors to perform operations comprising: 

selecting an updated set of attributes in a routing table before selecting a set of updated 

destinations associated with the selected set of attributes , wherein the set of 

attributes does not include a network prefix ; 
generating an update message that includes the set of updated destinations for the set of 

attributes; 

selecting a dummy attribute in the routing table before selecting a second set of updated 

destinations associated with the dummy atrtibute ; and 
generating a second update message indicating the second set of updated destinations as 

unreachable. 
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37. (Currently Amended) A machine readable medium, which when executed by a set. 
of one or more processors, cause said set of processors to perform operations comprising: 

selecting a first data structure, the first data structure corresponding to a best path to a 
destination; 

referencing a first element of a second data structure from the selected first data structure, 
the first element indicating a set of attributes of the best pat h, wherein the set of 
attributes does not include a network prefix ; 

referencing a second element of a third data structure from the first element, the second 
element indicating the destination; 

determining a second destination to be unreachable; and 

referencing a third element of the third data structure from a dummy element of the 
second data structure, the third element indicating the second destination. 

42. (Currently Amended) A machine readable medium, which when executed by a set 
of one or more processors, cause said set of processors to perform operations comprising: 

selecting an element of a first data structure that is marked, the element indicating a set of 

attributes , wherein the set of attributes does not include a network prefix ; 
creating a network update message; 
indicating the set of attributes in the message; 
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indicating a set of one or more destinations in the update message, the set of destinations 
indicated by a set of linked elements of a second data structure, the element of the 
first data structure referencing the set of linked elements; 

determining a second destination to be unreachable; and 

referencing a fourth element of the second data structure from a dummy element of the 
first data structure, the fourth element indicating the second destination. 

4. The Abstract has been amended to highlight the featured invention (see the attached 
page). 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Wen-Tai Lin whose telephone number is (571)272-3969. The 
examiner can normally be reached on Monday-Friday (8:00-5:00) . 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, John Follansbee can be reached on (571)272-3964. The fax phone numbers for the 
organization where this application or proceeding is assigned are as follows: 
(703)872-9306 for official communications; and 
(571)273-3969 for status inquires draft communication. 
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Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). 



Wen-Tai Lin 




June 1,2005 
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ABSTRACT OF THE DISCLOSURE 

A computer implemented method and apparatus for an attribute-oriented routing update is 
described. The method comprises selecting an updated set of attributes in a routing table before 
selecting a set of updated destinations associated with the selected set of attributes, wherein the 
attributes are stored in an attribute table as a portion of the routing table and the attributes do not 
include the conventional network prefixes. An update message that includes the set of updated 
destinations for the set of attributes is then generated. The method is also extended to extraction 
of unreachable destinations by using a dummy attribute in the routing table, wherein the dummy 
attribute is selected first, followed by extracting the unreachable destinations. 



